
Fairfax Outfall
Start Date: 16-Jul-12
Finish Date: 16-Oct-12 60

Construction Equipment

Qty Description HP
Load 

Factor Hours/day Work Days

Total 
Annual 
Hours

Average 
Hours HP hours

1 Excavator (larger for work on roadway) 168 4 14 56 0.9               9,408           
1 excavator (smaller "bobcat"for creek work) 108 4 45 180 3.0               19,440         
1 Crane 381 2 8 16 0.3               6,096           
1 Generator (for jack hammers) 84 2 4 8 0.1               672              
1 Off Road Trucks (concrete pump) 10 2 4 8 0.1               80                
2 Off Road Trucks (dump trucks) 250 4 8 64 1.1               32,000         

Haul Trucks

Description
No. 

Loads/day Miles/trip Work Days

Haul trucks
Vendor/Equipment trucks 1 10
other…

SysOp
Typewritten Text
Attachment 1:  Construction Equipment List/Schedule and URBEMIS2007 Output
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File Name: C:\Users\James Reyff\AppData\Roaming\Urbemis\Version9a\Projects\Pastori Outfall.urb924

Project Name: Pastori Outfall

Project Location: Marin County

On-Road Vehicle Emissions Based on: Version  : Emfac2007 V2.3 Nov 1 2006

Off-Road Vehicle Emissions Based on: OFFROAD2007

Combined Summer Emissions Reports (Pounds/Day)

Urbemis 2007 Version 9.2.4

2012 TOTALS (lbs/day unmitigated) 0.41 2.88 2.41 0.16 2.56 0.50 0.14 0.65 507.07

ROG NOx PM10 Dust PM10 Exhaust PM10 PM2.5 Dust PM2.5 
Exhaust

PM2.5 CO2

CONSTRUCTION EMISSION ESTIMATES

Summary Report:



4/24/2012 1:43:34 PM

Page: 2

1 Cranes (381 hp) operating at a 0.33 load factor for 0.3 hours per day

1 Cement and Mortar Mixers (10 hp) operating at a 0.56 load factor for 8 hours per day

1 Excavators (168 hp) operating at a 0.38 load factor for 0.9 hours per day

1 Tractors/Loaders/Backhoes (108 hp) operating at a 0.36 load factor for 3 hours per day

2 Off Highway Trucks (250 hp) operating at a 0.38 load factor for 1.1 hours per day

1 Generator Sets (84 hp) operating at a 0.74 load factor for 0.1 hours per day

Total Acres Disturbed: 0.5

Phase: Mass Grading 7/16/2012 - 10/16/2012 - Outfall Construction Work - 60 construction days

Off-Road Equipment:

Maximum Daily Acreage Disturbed: 0.12

On Road Truck Travel (VMT): 0

20 lbs per acre-day

Fugitive Dust Level of Detail: Default

Phase Assumptions

Construction Unmitigated Detail Report:

CONSTRUCTION EMISSION ESTIMATES Summer Pounds Per Day, Unmitigated

ROG NOx PM10 Dust PM10 Exhaust PM10 PM2.5 Dust PM2.5 Exhaust PM2.5 CO2

Time Slice 7/16/2012-10/16/2012 
Active Days: 67

0.41 2.88 2.56 0.65 507.072.41 0.16 0.50 0.14

2.56Mass Grading 07/16/2012-
10/16/2012

0.41 2.88 0.65 507.072.41 0.16 0.50 0.14

Mass Grading On Road Diesel 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Mass Grading Worker Trips 0.05 0.09 0.01 0.00 0.01 0.00 0.00 0.01 178.90

Mass Grading Dust 0.00 0.00 2.40 0.00 2.40 0.50 0.00 0.50 0.00

Mass Grading Off Road Diesel 0.36 2.79 0.00 0.15 0.15 0.00 0.14 0.14 328.18
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